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AUX user interface (14b) accepts 

inputs from user-via UE user 
interface (14a)-for transmitting a 
message according to BT. 
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AUX user interface (14b) of UE 
device (12) provides the message to 
(separate) AUX device (10) via 
AUX-UE coupling (11a). 
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AUX (10) transmits the message 
using its BT TRX (10b). 
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AUX (10) receives a message via 
BT TRX (10b). 
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AUX device (10) provides the 
message to AUX user interface 
(14b) (in UE device (12)) via AUX- 
UE coupling (11a). 
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AUX user interface (14b) displays 
message to user using the UE user 
interface (14a). 
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User communicates with 
another user via AUX BT 
TRX. 



User adds other user to 
buddy list, with AUX 
providing identifier of other 
user's BT TRX in record 
added for new buddy. 
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AUX receives signal 
indicating presence of a 
another BT TRX. 


44 x 




r 




AUX checks buddy list to 
determine if other BT TRX is 
a buddy. 



AUX sends a control signal 
to UE device to emit light (or 
another stimulus) to indicate 
buddy is nearby . 
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UE device emits light (or 
creates other stimulus) to 
indicate buddy is nearby . 
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AUX signals UE device to 
display message that buddy 
is nearby (indicating 
nickname for the buddy). 










UE device displays to user a 
message indicating that 
buddy is nearby, providing 
the nickname for the buddy. 
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AUX receives signal from 
another BT TRX requesting 
permission to control color 
generator of AUX. 
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AUX gets permission from 

user and signals the 
permission to the other BT 
TRX. 
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AUX receives color 
generator control signal from 
other BT TRX. 
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AUX checks that other BT 
TRX is authorized to control 

color generator, and 
forwards the color generator 
control signal to the color 
generator. 



FIG. 5 
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AUX receives signal from 
another BT TRX. 
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AUX determines if signal is 
for itself or is for another 
device peer to it. 



73 



If signal is for a peer device, 

AUX rebroadcasts the 
signal, including an identifier 
indicating the AUX user. 
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AUX receives signal from 
another BT TRX indicating 
another user is nearby. 
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AUX notifies user and 
receives command to send 
personal webpage to other 
user. 



AUX receives from other BT 
TRX a message conveying a 
phone number to be kept 
secret from user. 
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AUX adds the phone 
number to guarded phone 
list in the AUX, using 
nickname as an index. 
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AUX receives from user a 
command to call other user 
identified by nickname, and 
retrieves phone number for 
other user from guarded 
phone list using nickname. 



66 



AUX interfaces with AUXUI 
of UE to place call to other 
user without revealing phone 
number being called. 
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